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Ducati Monster796ABS Corse Stripe
ส่วนผสมอันสมบูรณ์แบบระหว่างความคล่องแคล่วปราดเปรียวในแบบสปอร์ต ที่หลอมรวมกับความงามที่แฝงไปด้วยความโฉบเฉี่ยวอันเป็นเอกลักษณ์แห่ง Naked Bike มาพร้อมความสะดวกสบายที่สามารถตอบสนองการใช้งานได้ในทุกๆวัน ด้วยเครื่องยนต์อันทรงประสิทธิภาพ 803 cc. 87 แรงม้า ที่จะพาให้คุณขับขี่ได้อย่างมั่นใจในทุกๆ สไตล์ Ducati Monster จุดเริ่มต้นแห่งไลฟ์สไตล์ แรงบันดาลใจแห่งประสบการณ์ และการเริ่มสัมผัสสู่ความเป็น Naked Bike โดยแท้จริง
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Ducati Monster796 ABS Corse Stripe
Technical Specification

Engine

Type


L-Twin cylinder, 2 valve per cylinder Desmodromic, air cooled
Displacement

803 cc
Bore x Stroke

88 x 66 mm
Compression ratio
11:01 
Power


64 kW (87 hp) @ 8,250 rpm
Torque


78 Nm (58 lb-ft) @ 6,250 rpm
Fuel injection
Siemens electronic fuel injection, 45 mm throttle body with stepper motor
Exhaust

Lightweight 2-1-2 system with catalytic converter and twin lambda probes
Transmission

Gearbox

6 speed
Primary drive

Straight cut gears; Ratio 1.85:1
Ratio


1=32/13 2=30/18 3=28/21 4=26/23 5=22/22 6=24/26
Final drive

Chain; Front sprocket 15; Rear sprocket 39
Clutch


APTC wet multiplate with hydraulic control, Self-servo action on drive, slipper
action on over-run
Chassis

Frame


Tubular chrome moly steel trellis, casted aluminium subframe
Front suspension
Kayaba 43mm upside-down forks
Front wheel

5-spoke light alloy 3.50" x 17"
Front Tyre

Pirelli Diablo Rosso II 120/70 ZR17
Rear suspension
Progressive linkage with preload and rebound Sachs adjustable monoshock. 



Single sided swigarm
Rear wheel

5-spoke light alloy 5.50" x 17"
Rear tyre

Pirelli Diablo Rosso II 180/55 ZR17
Wheel travel (front/rear)
120 mm (4.7 in) - 148 mm (5.8 in)
Front brake

2 x 320 mm discs, 4-piston radial caliper. ABS as standard
Rear brake

245 mm disc, 2-piston caliper. ABS as standard
Instrumentation

Digital unit displaying: Speedometer, rev counter, time, scheduled maintenance
 warning, oil temperature, trip fuel, lap time, warning light for low oil pressure, fuel 
level, fuel reserve, neutral, turn signals, overrev, immobilizer. Ready for DDA 
system.
Dimensions and weight

Dry weight

169 kg
Kerb weight 

188 kg  

Seat height

800 mm
Wheelbase

1,450 mm (57.1 in)
Rake


24°
Front wheel trail

87 mm (3.42 in)
Fuel tank capacity
13,5 l
Number of seats
Dual seat
Equipments

Standard Equipment
ABS, DDA Ready, Adjustable brake and clutch levers, Micro wind screen,
Passenger seat cover 
Warranty

Warranty (months)

 24 months unlimited mileage
Maintenance (km/months)
12,000 km (7,500 m)/12 months
Valve clearance adjustment(km)
12,000 km (7,500 m)
Emissions and Consumption

Standard


Euro 3 
Ducatisti Co., Ltd.


12 Soi Vibhavadirangsit 22, Vibhavadirangsit  Rd.,



www.ducatithailand.com


Chomphon Chatuchak, Bangkok 10900








Tel: +66 (0) 2513-9999

Fax: +66 (0) 2513-7888


